[NOTE- PERFORMANCE AS PER ISO 9008 GRADE—2B
PERFORMANCE CURVE OF 4HFT19 @1780 R.P.M 4HFT19/Y/1011
17(0))) o APY: 1 0 0 Il WORKING  PRESS{30 bar

‘3 PUMPSENSE SIZE 150x100—470EST PRESS. |45 bar

HFT RANGE ||TYPE-AXIALLY SPLIT CASE TWO STAGE

[ RATED CAPACITY: 750 USGPM | BT = 04T

PUMP PERFORMANCE CHARACTERISTICS COMPUTED BASED ON CLEAN COLD WATER S.G 1.0

HEAD | Max. Impeller Dia. 470mm
(M) Min. Impeller Dia. 383mm HEAD
Minimum | Impeller Drg. No. 310G030P (FT)
260+ Continuous Volute Drg. No. Z10GO011P
170wt ﬁ Flow | |Hydraulic Data |
— L | Eye Area 154cm’ Throat Area 14.l1cnf[800
240 , —— 60 62 | Impeller Width 24mm| No. of Vanes 6
590 } 77 Nl\ i 67 Volute Construction — Two Single Volutes 1750
[ 44Ymm ~_ 6 Shaft Gr. : 35 700
T | X
200 67 650
mq / / \YT* s
180 / T I \\ K & 600
5 —383mm \_/l AN 1350
% \\l\l\]\\ X /\></ 1500
140 | J>g Dz=470MM,D=166MM,Di=85MM, |- 450
Dswarr=64MM
| 3 -400
120 | V
| | . -350
100 | e
| | L300
| | |
| i |
| | SHr
| | (M) (FT)
| | s - 24
B.E.P Flow |240 MYHr. | / |
B.EP Head |208 M ! | | - 18
Speed 1780 RP.M | ,/
. [ - 12
PO&FR Ns : 729 US UNITS | // P?IE)F)]R
(kW) /| | I 250
240 —T| |
|
| 4/ 470mm L 200
200 | 440mm
- - 250
160 /{/ ? 410mm
P - 200
[ —150
80 - 100
/ [ |
40 | | —- 50
| |
0 10 20 30 40 50 60 70 80 90 100 1ps
0 25 50 75 100 125 150 175 200 225 250 275 300 325 350 MY Hr
O 200 400 600 800 1000 1200 1400 1600 USGPM

B.E.P | 1780 RPM




